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PILING (1 OF 24)
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ESTIMATED LENGTH = 43 FT.

CONCRETE FILLED, STEEL PIPE PILES

PILES ARE 10-3/4" CLOSED END,
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ESTIMATE OF QUANTITIES

FOR BIDDING

TELEPHONE

CABLE TELEVISION

FIBER OPTICS

GAS

ELECTRIC STORM SEWER

SANITARY SEWER

COMBINED SEWER

WATER MAIN

WATER SERVICE

PRESSURE DISTRICT

STREET LIGHTING

FENCE

STRUCTURE / BUILDING

PAVING LIMITS

PROPOSED UTILITY

PROPOSED CURB / PVMT

PLAN LINE & UTILITY LEGEND

CITY UNDERGROUND CONDUIT

POWER POLES -CONCRETE -ALUMINUM -WOOD

UTILITIES G-GAS VALVE

WATER MAIN VALVES -GATE -BUTTERFLY W-SERVICE

HYDRANTS -1 NOZZLE -3 NOZZLE-TRAFFIC SIGNAL -TRAFFIC CONTROL BOX

CALL DIGGERS HOTLINE 
 1-800-242-8511

TOLL FREE TO OBTAIN LOCATION OF UNDERGROUND

BEFORE YOU DIG.  WISCONSIN STATUTE 182.0715 REQUIRES

MIN. OF 3 WORK DAYS NOTICE BEFORE YOU EXCAVATE
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PROPOSED SURFACE GRADE AT PROPOSED   (SECTION LINE) OF W. COUNTY LINE RD. EXISTING SURFACE GRADE ALONG SECTION LINE IN W. COUNTY LINE RD.
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CONTINUED ON SHEET 5 CONTINUED ON SHEET 3
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         WATER MAIN        

IN

FROM

TO

     W. COUNTY LINE RD.    

       105 FT. WEST OF N. MICHAEL CT.    

        470 FT. EAST OF N. 107TH ST.     
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  (10533 W. COUNTY LINE RD.)  ELEV. 143.08

HYD. - 469 FT. E. OF E/L OF N. 107TH ST., S/S

  ELEV. 140.40

WOOD POLE - POLE #88-05226 (LARGE SPIKE) (N.W. CRNR. TAMERLANE)

 

----------

BENCHMARKS

(1978), ON V.T. ASPHALT (1959)

EXISTING PAVEMENT IN W. COUNTY LINE RD. IS V.T. ASPHALT 

W. COUNTY LINE RD. IS ON THE 2013 PAVING PROGRAM.

 

-------------

PAVEMENT TYPE

 

 

2 - H (7.0)

4 - VB-DD

2 - V6

2 - BFV 12

1 - 2" AV

2 - AT 12x6

 

BY THE CITY. 

THIS CONSTRUCTION PLAN THAT WILL BE PROVIDED

FOLLOWING IS A LIST OF THE FITTINGS SHOWN ON 
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BORE PATH
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C

C HDPE - DIRECTIONAL DRILL

C

 HDPE-1 AND HDPE-2

 PER SPEC DRWG NO’S

RESTRAIN HDPE PIPE

 RESTRAINT SADDLE

ELECTROFUSION

 JOINT ADAPTER

HDPE MECHANICAL

HDPE PIPE OPTION

 HDPE-1 AND HDPE-2

 PER SPEC DRWG NO’S

RESTRAIN HDPE PIPE

 RESTRAINT SADDLE

ELECTROFUSION

VB-DD

BFV12 (OP. N.)

 JOINT ADAPTER

HDPE MECHANICAL

2"A.V. (ELECTROFUSION TAP)

SAFE WATER SAMPLE

CONNECT AFTER

C12 W/2"A.V. (TEMP.)

C12 W/2"A.V. (TEMP.)

C C

 HDPE-1 AND HDPE-2

 PER SPEC DRWG NO’S

RESTRAIN HDPE PIPE

 RESTRAINT SADDLE

ELECTROFUSION

VB-DD

BFV 12 (OP. N.)

 JOINT ADAPTER

HDPE MECHANICAL

 HDPE-1 AND HDPE-2

 PER SPEC DRWG NO’S

RESTRAIN HDPE PIPE

 RESTRAINT SADDLE

ELECTROFUSION

 JOINT ADAPTER

HDPE MECHANICAL

C

HDPE PIPE OPTION

C

C

SAFE WATER SAMPLE

CONNECT AFTER

C12 W/2"A.V. (TEMP.)

C12 W/2"A.V. (TEMP.)

C C

C

C

C

C

C

ALTERNATE #1

ALTERNATE #2

C

C PIPE OPTION (SEE ALTERNATIVE BID NOTE)
C

C ALTERNATIVE BID NOTE)
PIPE OPTION (SEE 

90 SQ. YDS. - 4" ASPHALTIC CONCRETE (SEE PAVEMENT NOTE)

 

------------------

PERMANENT PAVEMENT

 

2 - HYDRANT

 

-------

INSTALL

 32 FT. - 6" HYDRANT BRANCH

164 FT. - 12" WATER MAIN

 

(DUCTILE IRON PUSH-ON RUBBER GASKET JOINT)

558 FT. - 12" WATER MAIN (RIVER CROSSING)

(DIRECTIONAL DRILL INSTALLATION)

(HIGH-DENSITY POLYETHYLENE (DR11) )

 

------------------------

FURNISH PIPE AND INSTALL

35 SQ. YDS. - 4" ASPHALTIC CONCRETE (SEE PAVEMENT NOTE)

 

------------------

PERMANENT PAVEMENT

 

2 - HYDRANT

 

-------

INSTALL

32 FT. - 6" HYDRANT BRANCH

 8 FT. - 12" WATER MAIN

 

(DUCTILE IRON PUSH-ON RUBBER GASKET JOINT)

714 FT. - 12" WATER MAIN

(DIRECTIONAL DRILL INSTALLATION)

(HIGH-DENSITY POLYETHYLENE (DR11) )

 

------------------------

FURNISH PIPE AND INSTALL

 

 

200 CU. YDS. EXCESS EXCAVATED MATERIAL

 

 

LUMP SUM

 

----------------------------------------------

FURNISH, INSTALL, AND MAINTAIN EROSION CONTROL

 

 

LUMP SUM

 

--------------------

FINISHING OF ROADWAY

100 CU. YDS. (BORE PITS ADJACENT TO RIVER)

---------------

SLURRY BACKFILL

 

215 LIN. FT. - IN ASPHALT

 

----------

SAWCUTTING

 

 

LUMP SUM

 

------------------------------

BARRICADES AND TRAFFIC CONTROL

 

 

160 CU. YDS. EXCESS EXCAVATED MATERIAL

 

 

LUMP SUM

 

----------------------------------------------

FURNISH, INSTALL, AND MAINTAIN EROSION CONTROL

 

 

LUMP SUM

 

--------------------

FINISHING OF ROADWAY

100 CU. YDS. (BORE PITS ADJACENT TO RIVER)

---------------

SLURRY BACKFILL

 

100 LIN. FT. - IN ASPHALT

 

----------

SAWCUTTING

 

 

LUMP SUM

 

------------------------------

BARRICADES AND TRAFFIC CONTROL

PROJECT - SEE NOTE)

WITH PAVING 

TO BE COORDINATED

(HYD. INSTALLATION

H (7.0)

P6 (TEMP.)

VB-DD 

V6

AT 12x6

PROJECT - SEE NOTE)

WITH PAVING 

TO BE COORDINATED

(HYD. INSTALLATION

H (7.0)

P6 (TEMP.)

VB-DD 

V6

AT 12x6

FILE NO. 2012042.

FOR START OF PLAN NOTES SEE SHEET 1 OF 5, PLAN 

DETAILED ON THE PLAN SHEET.  

SOIL BORINGS PERFORMED ON EACH SIDE OF THE RIVER ARE 

FOR THE CONTRACTORS INFORMATION. THE SOIL PROFILE FOR THE 

BRIDGE DESIGN HAS BEEN INCLUDED IN THE CONTRACT DOCUMENTS 

A COPY OF THE SUBURFACE EXPLORATION PLAN SHEET FROM THE 

----------------------------------------

BRIDGE SUBURFACE EXPLORATION INFORMATION
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